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RECEPTOR LINING MUST
EXTEND 3" (76mm) ABOVE
TOP OF FINISHED DAM AND
OUTWARD ON FACE OF
ROUGH JAMB

FINISH HEIGHT OF DAM TO BE
AT LEAST 2" (51mm)
ABOVE HIGH POINT OF
SHOWER FLOOR AND A
MAXIMUM OF 9" HIGH

RECEPTOR LINING MUST
TURNED OVER DAM AND
THOROUGHLY TACKED
OUTSIDE.  NO PUNCTURE
OR NAIL BELOW HEIGHT
OF DAM.

RECEPTOR LINING
SHALL BE PITCHED ¼"
(6mm) PER FOOT TO
WEEP  HOLES IN DRAIN

FLANGE OF APPROVED TYPE SUB DRAIN SET
EXACTLY LEVEL WITH SUBFLOOR, WITH
CLAMPING RING OR OTHER DEVICE TO MAKE
TIGHT CONNECTION WITH RECEPTOR LINING

3" X 3" (76 X 76mm) 13 GAUGE
WELDED STEEL MESH, (OR

APPROVED EQUAL) SET
APPROXIMATELY CENTER OF BED

MORTAR SETTING BED
WITH APPROVED

WATERPROOFING
ADDITIVE

KEEP LINING
FLUSH WITH

FACE OF STUDS

30" MIN (762 mm) SIDE DIMENSION
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	Text1: *CBC Section 2509.2-Cement, fiber-cement or glass mat gypsum backers...shall be used as a base for 
	Text2: wall tile in tub and shower areas.* (Green board may not be used in tub or shower areas)


